Dish Diameter: 100 cm(39.3")
Weight: 100KG(176lbs) (including ACU, LNB and é6W BUC)
Radome Size: 123 X 136 cm (48.4" X 53.5")
Radome Material: ASA/Honeycomb FRP

Antenna Stabilization

1361mm ——————

Operating Platform: 3-Axis Stabilized + Auto Skew

Azimuth Range: Unlimited

Elevation Range: -20° to 120°

Yy |

Cross Level Range: +35° T T

Skew Range: 0° to 270° \ 1230mm |
Position Acquisition: Built in Gyro

Ship Motion Support: Roll: + 20° @8~12 sec

Pitch: £ 10° @6~12 sec . .
Cable Connection Diagram

Yaw: + 8° @15~20 sec

Tracking Accuracy: Automatic fracking level < 1.0dB (R.M.S)

Operating Specification

Rx Frequency: 10.70 ~ 12.75 GHz
Rx Gain: 40.5dBi@12.5GHz
Tx Frequency: 13.75~14.5 GHz
Tx Gain: 41.6dBi@14.25 GHz
G/T: 19.8dB/K (Clear Sky, 30° Elevation)

POL: Cross-pol only
Cross Pol Isolation: 230 dB
LNB: Universal, PLL LNB
BUC: 6W (4W/BW/16W/20W option)

Antenna Control Unit

Dimensions (WxDxH): 482X 30X 4.5cm
Weight: 3 kg
Display: 256 X 64 OLED
Modem Interface: Ethernet Port/RS-232C Antenna TX + 48V Power el el A RO e
Modem Protocol: Open AMIP coaxial cable 1M with RG179(supplied)
Antenna RX network cable with RJ45 plugs(supplied)
Management Port: Need
e.g.Router
LAN Port: Need e.glP Cam
Power requirement: 100-230VAC 50-60Hz

Modem Support: IDirect, Gilat, Hughes, Comtech, UHP,Newtec

(Other Modems can be required to match)

Modem RX Antenna Control Unit

Operating Temperature: -25°C ~ 55°C
Storage Temperature: -30°C ~ 85°C
Humidity: Up to 100% @ 40°C Modem(e.g. 1Q200, Not supplied)
Wind Speed: 60m/sec max from any direction

Water Proof: IP56



